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If the application you require is not listed then please contact our sales department.
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Pad Compound Availability Chart
Pad 	 Popular thickness mm	 .22 Street	  Z-Rated ® .10/.11	 .38	 .81	 .97	 .’08	 .’06	 .’01	 .93	 .’05	 .’07

0008	 13			   •					     •	 •				  

0031	 15						      •							     

0044	 15			   •						      •	 •			 

0045	 15		  •				    •			   •	 •			 

0051	 15									         •				  

0109	 16			   •			   •			   •	 •	 •	 •	

0174	 14		  •	 •										        

0242	 15		  •	 •										        

0252	 15			   •						      •				  

0253	 19			   •										        

0273	 15		  •	 •										        

0282	 15			   •										        

0292	 17									         •				  

0340	 15					     •	 •			   •				  

0345	 17						      •							     

0382	 14						      •							     

0394	 20		  •	 •			   •	 •		  •				  

0395	 20		  •	 •			   •		  •	 •				  

0396	 17		  •	 •			   •		  •	 •				  

0409			   •											         

0412	 16		  •	 •			   •			   •				  

0413	 13		  •				    •

0431	 15		  •	 •										        

0447	 17		  •	 •			   •		  •	 •				  

0460	 15						      •			   •	 •		  •	

0461	 16			   •			   •			   •	 •		  •	

0463	 15						      •							     

0473			   •											         

0482	 13			   •										        

0491	 13						      •							     

0502	 15		  •	 •										        

0516	 11						      •							     

0530	 16		  •				    •			   •	 •			 

0532	 16						      •			   •	 •		  •	

0537	 14		  •				    •							     

0548	 16			   •					     •	 •				  

0558	 18		  •	 •			   •		  •	 •				  

0590	 19						      •				    •	 •		

0592/1053	 15			   •	 •		  •			   •	 •			 

0594	 18-25				    •		  •	 •	 •	 •	 •			 

0619	 17			   •										        

0621	 17						      •						      •

0627	 15			   •			   •							     

0630	 16			   •							       •			 

0639/0960	 17			   •	 •					     •	 •	 •		

0687	 20			   •										        

0731	 15		  •							       •				  

0732	 17		  •	 •						      •				  

0737	 16						      •			   •				  

0738	 16						      •		  •	 •				  

0771	 16			   •			   •							     

0776	 17						      •		  •	 •				  

0829	 16						      •							     

0918	 19			   •					     •					   

0919	 17			   •		  •		  •	 •	 •				  

0929	 18		  •	 •										        

0939	 18						      •							     

0940	 16						      •			   •				  

0984	 15					     •				    •

0991	 17							       •

1001/7781	 15			   •			   •			   •	 •	 •	 •	

1060	 16			   •										        
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Pad Compound Availability Chart
Pad 	 Popular thickness mm	 .22 Street	  Z-Rated ® .10/.11	 .38	 .81	 .97	 .’08	 .’06	 .’01	 .93	 .’05	 .’07

	All pads above are listed in most common thickness but some are available in other thicknesses. Due to continued 
development of our products, if your particular requirement is not listed please contact our sales department.
	

1061	 21				    •									       

1081	 18			   •										        

1082	 17			   •			   •		  •					   

1179	 15									         •

1204	 18			   •										        

1247	 18			   •

1299	 18							       •	 •	 •				  

1305	 20								        •

1368	 14			   •						      •

4362	 19									         •				  

7700	 16-25						      •	 •	 •	 •	 •	 •	 •	

7720	 15					     •				    •		  •		

7740	 16						      •			   •				  

7743	 18-22						      •			   •	 •	 •	 •	

7745	 16					     •				    •		  •	 •	

7760	 18										          •			 

7765	 15						      •			   •	 •			 

7767	 17-21			   •			   •		  •	 •	 •	 •	 •	

7780	 18			   •			   •		  •	 •	 •	 •		

7781	 15						      •			   •	 •	 •	 •	

7790	 18			   •			   •	 •	 •	 •	 •	 •	 •	

7793	 17			   •	 •				    •	 •	 •		  •	

7797	 23-29						      •	 •	 •	 •		  •		

7818	 17						      •			   •				  

7819	 17						      •	 •	 •	 •				  

7824	 15					     •	 •			   •	 •			 

7831	 22			   •			   •			   •		  •	 •	

7832 (Do not use with Domed piston caps)	16			   •			   •		  •	 •		  •	 •	

7834	 16									         •				  

7838	 17						      •							     

7852	 21/23			   •			   •	 •	 •	 •		  •	 •	

7856	 16				    •		  •	 •		  •				  

7861	 16			   •						      •				  

7863	 16			   •						      •			   •	

7869	 17									         •		  •		

7870	 17						      •							     

7871	 16									         •	 •	 •	 •	

7876	 16									         •				  

7877	 17			   •			   •							     

7895	 13					     •	 •			   •

7929 (For use with Domed piston caps)	 16 			   •										        

9195	 16				    •				    •			 



RH665 has the highest guaranteed minimum 
Dry Boiling Point of any DOT 4 Brake Fluid to 
guard against Vapor Lock and give a rock hard 
pedal even under extreme racing conditions. 

RH665 also maintains its class leading viscosity, 
lubricity and compressibility performance at 
extreme temperatures, to maintain braking 
system reliability and performance. 

For best results bleed the system with fresh 
fluid before each event, especially if the brakes 
are excessively hot and/or the conditions 
are humid.

RH665 can safely be mixed with other DOT 4 
Brake Fluids however this will degrade its 
properties. RH665 Racing Brake Fluid 
conforms to and exceeds the current 
specification U.S. FMVSS No.116 DOT 4.

Minimum Dry Boiling Point (guaranteed): 
325oC (617oF.) 

Typical Dry BP approaching 330oC.   

BRAKE FLUID

RH665 is not the same as other Racing Brake Fluids, it has been specially 
formulated for racing applications, where braking systems operate at very 
high temperatures, it also conforms to FMVSS 116 DOT 4 and is therefore 
entirely street legal. 

 Part No. 025.0037

RH665 DOT 4 RACING BRAKE FLUID
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NOTES 
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Performance Friction Europe

Carbon Metallic House, Wildmere Road, 
Banbury, Oxon OX16 3LU 

United Kingdom

Tel: +44(0)1295 221020     Fax: +44(0)1295 279711

uksales@performancefriction.com
www.performancefriction.com

OFFICIAL TECHNICAL PARTNER OF

Our European Headquarterslocated at Banbury in Oxfordshire 
is extremely well serviced by  road, rail and air transport.
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